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Abstract We propose a novel phase-sensitive processor capable of operating at low nonlinear phase
shifts. With a nonlinear phase shift of 2×0.15 rad, quadrature decomposition is demonstrated with
penalty of 0.5 dB at BER=10−3.
Introduction
Triggered by the use of coherent optical re-
ceivers in conjunction with digital signal process-
ing (DSP), transmission of spectrally-efficient M-
ary quadrature-amplitude modulation (M-QAM)
signals is becoming a common solution in opti-
cal communications. Therefore, demonstrations
of all optical signal processing including wave-
length conversion, regeneration, nonlinear miti-
gation and quadrature decomposition of M-QAM
signals are of great interest. However, exper-
imental all-optical signal processing of higher-
order QAM (M>4) signals is very challenging be-
cause these signals impose large constraints on
the optical signal-to-noise ratio (OSNR) degrada-
tion, phase noise or any other impairment caused
by the processor. Due to these large constraints,
experimental demonstration have been limited
mainly to wavelength conversion1. Other demon-
strations include low-noise amplification and mit-
igation of nonlinearities when transmitting conju-
gated pair of 16-QAM signals by using a phase-
sensitive amplifier (PSA)2. This scheme how-
ever implies a 50% reduction of spectral efficiency
which contrasts with the use of a spectrally-
efficient modulation format. Regeneration of 8-
QAM data has also been demonstrated but lim-
ited to the star 8-QAM format3. Therefore, there
is lack of demonstrations concerning advanced
functionalities of all-optical signal processing for
higher-order QAM signals.
Another functionality provided by all-optical
signal processing is quadrature decomposition,
which could be of great interest in flexible net-
works for data deaggregation or as the first stage
for regeneration of 16-QAM signals when followed
by a two-level amplitude regenerator4. Such
functionality has recently attracted much atten-
tion with proposals of different schemes where
the demultiplexed signals are at different wave-
length locations5 or at the same wavelength
as the input signal6–8. However, experimental
demonstrations have been limited to quadrature
demultiplexing of quadrature phase-shift keying
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Fig. 1: Schematic for quadrature decomposition based on a
polarization-assisted phase-sensitive processor with a
polarization-diverse implementation.
(QPSK) signals. Differential quadrature decom-
position, quadrature decomposition of the differ-
ential signal between two consecutive symbols,
of a 8 phase-shift keying (PSK) signal has also
been demonstrated9 but this scheme is not suit-
able for multilevel amplitude signals such as 16-
QAM. In this paper, we perform the first ex-
perimental demonstration of quadrature demulti-
plexing of a 16-QAM signal into two 4-PAM sig-
nals. We propose and demonstrate the use of
a novel phase-sensitive processor scheme based
on a polarization-diverse PSA. Similar to the
polarization-assisted PSA8, the scheme used in
this paper can operate at low nonlinear phase
shifts. In addition, the proposed scheme is not
susceptible to the birefringence of the nonlinear
medium which could be beneficial for integration.
Our bit-error rate (BER) measurements shows
that both quadratures can be obtained simulta-
neously with a low penalty of about 0.5 dB at
BER=10−3.
Polarization-assisted phase-sensitive proces-
sor using polarization-diverse implementation
In order to perform quadrature demultiplexing we
propose the scheme shown in Fig. 1. Two co-
polarized pumps are combined with the signal,
which is located at the middle frequency of the
pumps, before a polarization-beam splitter (PBS).
The state of polarization (SOP) of the pumps is
adjusted to be linear +45◦ and the signal SOP to
be right-hand (or left-hand) circular polarization.
After the PBS, both the signal and pump waves
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Fig. 2: Experimental setup.
are split in a 50% ratio in each direction. The
waves are combined by the PBS and a circulator
separates the output from the input. The signal
after the circulator can be expressed as10
Sout =
(µSin + νS
∗
in)xˆ+ j(µSin − νS∗in)yˆ√
2
(1)
where µ and ν are complex coefficients which de-
pend on the pump waves, fiber parameters and
wavelength allocation. We can rewrite Eq. (1) as
Sout = Re[Sin](xˆ(µ+ ν) + jyˆ(µ− ν))/
√
2
+ Im[Sin](jxˆ(µ− ν)− yˆ(µ+ ν))/
√
2, (2)
where Re and Im represents the real and imagi-
nary part. According to Eq. (2), the output signal
can be expressed as the combination of two sig-
nals proportional to the real and imaginary part
of the input signal. We can notice that quadra-
ture decomposition can be performed by split-
ting the output signal with a 3 dB coupler and
one polarizer at each output of the 3 dB coupler.
To obtain the real part, the polarizer should be
aligned to cancel out the component proportional
to the imaginary part and viceversa to obtain the
imaginary component. It is important to empha-
size that quadrature decomposition can be ide-
ally obtained regardless the gain/conversion effi-
ciency in the amplification process, which would
not be the case when using two independent
PSAs. However, the power of the demultiplexed
signals does depend on the gain/conversion effi-
ciency.
The scheme proposed in this paper is simi-
lar to the recently proposed polarization-assisted
phase-sensitive processor (PSP) based on vec-
tor parametric amplifiers8. The main difference
is that the scheme proposed here utilizes the
fiber in both directions. However, the integra-
tion of the scheme we proposed would be simpler
since it does not require the design of a optical
waveguide capable of propagating two polariza-
tion modes with similar loss and dispersion prop-
erties11. When integrating the proposed scheme,
instead of the loop configuration, the polarization
diversity could be implemented using two different
nonlinear devices to avoid any penalty caused by
reflections.
Experimental setup
The experimental setup is shown in Fig. 2. A
25 GHz phase modulator was overdriven to gen-
erate multiple tones, from which we filtered three
waves, both pumps (λ=1552.9 and 1555.3 nm)
and the signal (λ=1554.1 nm), with a wavelength-
selective switch (WSS). An erbium-doped fiber
amplifier (EDFA) compensated for the loss of the
modulator and WSS. With a wavelength-division
multiplexing (WDM) coupler, the signal was di-
rected to the lower path whereas the pumps were
directed to the upper path. The signal was mod-
ulated as a non-return-to-zero (NRZ) 20 GBaud
16-QAM signal with different patterns for the in-
phase and the quadrature components. The
pumps were amplified and filtered with an 3 nm
filter before being combined with the signal with
a WDM coupler which corresponds to the input
of the demultiplexer shown in Fig. 1. A 150 m
long highly-nonlinear fiber (HNLF) with nonlinear
coefficient γ=10 (W·km)−1 was used as nonlin-
ear medium. The combined power at the input of
the HNLF in each direction was about 100 mW
which corresponds to a nonlinear phase shift of
γPL =0.15 rad in each direction of the fiber.
A correct behaviour of the demultiplexer was
assured by proceeding as follows. First, the pump
input SOP was aligned to divide equally its power
in both directions after the PBS. Then, the sig-
nal input SOP was aligned such that at the out-
put of the circulator there were no power vari-
ations when the input signal was a continuous
wave (CW). We aligned one of the polarization
controllers (PC1 in Fig. 1) before the polarizer to
achieve maximum phase-sensitive extinction ratio
(PSER) when the signal was still a CW. The mea-
sured PSER was larger than 22 dB which high-
lights the capability of the proposed PSP without
requiring large nonlinear phase shifts. Lastly, we
assured that when maximum signal power was di-
rected to one output of the demultiplexer, the sig-
nal power at the output of the other demultiplexer
was minimized when operating in CW. The demul-
tiplexed signals were amplified and combined with
a polarization-beam combiner (PBC) before the
receiver which consisted of a noise-loading stage
and a intradyne coherent receiver. The combi-
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Fig. 3: Constellation diagrams of the incoming 16-QAM
signal and the two quadrature demultiplexed 4-PAM signals.
nation of both 4-PAM signals with a PBC allowed
us to measure both signals simultaneously by us-
ing a polarization-diverse coherent receiver. We
however aligned the signal SOP to avoid polar-
ization demultiplexing in the DSP. Moreover, one
of the demultiplexed signals was used as feed-
back for the phase-locked loop (PLL), which sta-
bilized the demultiplexer using the envelope de-
tection scheme presented in7.
Experimental results and discussion
The constellation diagrams of the input 16-QAM
signal and both demultiplexed 4-PAM signals are
shown in Fig. 3. Note that we verified that
both 4-PAM signals corresponded to the differ-
ent quadratures since the inphase and quadra-
ture component of the 16-QAM signal had dif-
ferent bit patterns. We analyzed the penalty
caused by the demultiplexer by evaluating the
BER curves for each 4-PAM signal and compared
to the 16-QAM signals. Figure 4 shows the BER
of the generated 16-QAM signals and both de-
multiplexed 4-PAM signals as a function of the re-
ceived OSNR. It should be emphasized that in
the case of the 4-PAM signals, the OSNR was
measured when we detected both signals simul-
taneously by polarization multiplexing. Therefore,
in an ideal demultiplexer, the curves for 4-PAM
signals and the 16-QAM signal should be iden-
tical. In our case, no major difference can be ob-
served for BER above 10−4. The required OSNR
for BER=10−3 of the demultiplexed 4-PAM sig-
nals was about 17.8 dB and for input 16-QAM
signal was 17.3 dB (about 1.7 dB implementation
penalty at BER=10−3). Therefore, the PSP intro-
duced a penalty of about 0.5 dB which demon-
strates the capability of the scheme to perform
quadrature decomposition even though we were
using a nonlinear phase shift of about 0.15 rad
in each direction. At low BER, we can however
observe that the penalty for the demultiplexed
signals increases, which was mainly caused by
a non-optimal performance of the PLL system.
Since the gain/conversion efficiency of the system
was very low, a thorough optimization of the PLL
system would have improved the performance at
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Fig. 4: BER vs. OSNR for the 16-QAM signal and both
quadrature demultiplexed 4-PAM signals.
such low BERs. Another important parameter
which could be further optimized is the alignment
of the polarizers, which was critical due to the low
nonlinear phase shift at which we operated.
Conclusions
We have proposed a novel scheme for performing
quadrature demultiplexing at low nonlinear phase
shifts and demonstrated quadrature decomposi-
tion of a 20 GBaud 16-QAM signal into two 4-PAM
signals with low penalty. The nonlinear phase
shift in each direction was about 0.15 rad, which
highlights the potential for integration of the pro-
posed scheme.
Acknowledgments
This work was supported by the European Re-
search Council under Grant ERC-2011-AdG-
291618 PSOPA.
References
[1] X. Li et al., “Wavelength conversion of 544-Gbit/s dual-carrier
PDM-16QAM signal based on the co-polarized dual-pump
scheme,” Opt. Express, 20(19):21324–21330, 2012.
[2] S. L. I. Olsson et al., “Phase-sensitive amplified transmission links
for improved sensitivity and nonlinearity tolerance,” J. Lightwave
Technol., 33(3):710–721, 2015.
[3] T. Richter, et al., “QAM phase-regeneration in a phase-sensitive
fiber-amplifier. In ECOC, 2013, paper We.3.A.2.
[4] Y. Cao et al., “All optical signal level swapping and multilevel am-
plitude noise mitigation based on different regions of optical para-
metric amplification,” Opt. Lett. 41(4):677-680, 2016.
[5] R. P. Webb et al., “Phase-sensitive frequency conversion of
quadrature modulated signals,” Opt. Express, 21(10):12713–
12727, 2013.
[6] M. Gao, et al. “Low-penalty phase de-multiplexing of QPSK signal
by dual-pump phase sensitive amplifiers,” In ECOC 2013, paper
We.3.A.5.
[7] A. Lorences-Riesgo, et al., “Quadrature demultiplexing us-
ing a degenerate vector parametric amplifier,” Opt. Express,
22(24):29424–29434, 2014.
[8] F. Parmigiani et al., “Polarization-assisted phase-sensitive proces-
sor,” J. Lightwave Technol., 33(6):1166–1174, 2015.
[9] M. Ziyadi et al., “Optical channel de-aggregation of quadrature-
phase-shift-keying and eight-phase-shift-keying data using map-
ping onto constellation axes,” Opt. Lett., 40(21):4899–4902, 2015.
[10] M. E. Marhic, “Polarization independence and phase-sensitive
parametric amplification,” J. Opt. Soc. Am. B, 28(11):2685–2689,
2011.
[11] M. A. Ettabib et al., “Record phase sensitive exinction ratio in a
silicon germanium waveguide,” in CLEO 2015, paper STh1O.8.
